
Screen 
Diagonal Part Number Panel Interface Brightness Resolution Contrast Aspect Feature 

4.0" 90LM040C1EDA0F A040CN01 V3 Video 250 nits 480 x 234 150:1 4:3 Phasing out 
7.0" 90LM070V1JCA0F C070VW01 V0 LVDS/CAN 650 nits 800 x 480 300:1 15:9 Phasing out 
8.4" 90LM084S5F5B0F G084SN05 V7 VGA/DVI 450 nits 800 x 600 600:1 4:3   

10.2" 90LM102V1FBA0F A102VW01 V7 VGA 400 nits 800 x 480 400:1 15:9 Compact Design 
12.1" 90LM121S1F5B0F G121SN01 V3 VGA/DVI 400 nits 800 x 600 600:1 4:3   
15.0" 90LM150X1MEB0F G150XG01 V1 VGA/DVI 1000 nits 1024 x 768 500:1 4:3 Ultra High Brightness 
15.0" 90LM150X3F5B1F G150XG03 V2 VGA/DVI 250 nits 1024 x 768 700:1 4:3 Compact Design 
19.0" 90LM190E2MEB0F M190EG02 V7 VGA/DVI 1000 nits 1280 x 1024 900:1 5:4 Ultra High Brightness 
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Plug and play TFT LCD Open Frame monitors. 
Quick and simple "Drop in" solution for any product requiring a flat panel display.

* All Models also available without touch or with a different touch type, touch controller and firmware upon request.
* Specifications are subject to change for improvement without prior notice.

 


